Our over the desk mounts provide a simple and effective means to operate your quadrant of
choice on top of a desk. They consist of a left and a right side brackets that are attached to
each rear side of the quadrant. The clamp mounts can be adjusted to fit various desk top
thicknesses by a combination of an upper and lower matching mount piece. This is done by
securing the lower piece to the top piece with 4 screws.
Additionally, a small screw is used to tighten the quadrant to the desk as well as preventing it
from slipping. This screw is considered a “fine adjustment” screw, mostly to prevent slop and
slip and should not be used to act as a clamp.
Please note that the screw needs to be adjusted only to prevent slippage of the quadrant.
Over tightening the screw will most likely break the mount or strip the screw hole.
The rubber pads mounted on the quadrant will prevent the quadrant from slipping.

Step 1: secure the right and left upper mount bracket to the quadrant using included #6 x3/4
machine screws. Do not use any other type of screw.
Step2: Locate the quadrant on the desk and slide it until the upper mount hits the edge of the
desk.
Step 3. Make sure that the “small adjustment screw” in the lower bracket is not protruding
from the hole.
Step 4. Align the 4 holes of the lower bracket while you bring the bracket close to the bottom
of the desk.
Step 5. Since there are many desks and we cannot compensate for every desk thickness, the
adjustment screw should allow for some compensation . Turn the screw clockwise until its
point hits the bottom of the desk. Provide some tension, but do not force the screw until the
brackets start to expand,
A properly configured on top of the desk mount will allow you to push the throttle levers
forward and back while the quadrant remains firm to the desk.
If you have a glass desktop, use some hard rubber like a self adhesive chair foot pad where
the screw point meets the glass.

